
Required Setbacks - 49 CFR 195: 50 ft from any 
50 ft from any private dwelling
300 ft from bldgs during pressure testing of pipe
660 ft from any building 
800 ft (12 people were killed 750 ft from a pipe failure at Carelsbad, NW in 2000)

Distance Between
TransCanada Pipe

Map Location Legal And Structures (Ft)
MP 219 10-128-59 667

2-127-59 653
MP-228 26-127-59 360
MP-231 2-126-59 310
MP-236 2-125-59 800
MP-241 26-125-59 508
MP-247 28-124-59 660
MP-257 17-122-59 651

17-120-59 217
20-120-59 223
20-120-59 418

MP-271 20-120-59 494
MP-276 17-119-59 306
MP-277 20-119-59 603
MP-278 31-119-59 800
MP-282 17-118-59 785
MP-286 5-117-59 589

4-117-59 223
MP-290 28-117-59 163
MP-290 28-117-59 741
MP-295 21-116-59 517
MP-307 20-114-59 705
MP-317 3-112-59 752
MP-325 13-111-59 800

25-111-59 771
30-111-58 271

MP-329 32-111-58 610
MP-329 5-111-58 386
MP-340 27-109-58 752
MP-341 34-109-58 568
MP-347 35-108-58 768
MP-348 1-107-58 800
MP-349 12-107-58 662
MP-355 7-106-57 747
MP-365 8-105-57 243
MP-368 9-104-57 530
MP-369 21-104-57 702
MP-376 13-103-57 299
MP-376 24-103-57 712
MP-379 1-102-57 359



MP-379 6-102-56 749
MP-381 18-102-56 769
MP-381 18-102-56 727
MP-383 30-102-56 599
MP-385 32-102-56 117
MP-386 5-101-56 280
MP-387 17-101-56 742
MP-389 21-101-56 216
MP-389 28-56-101 409
MP-390 33-101-56 440
MP-393 14-100-57 440

36-100-57 519
MP-398 12-99-57 647
MP-398 13-99-57 636
MP-400 19-99-56 727
MP-400 30-99-56 477

31-99-56 197
17-98-56 678

MP-408 33-98-56 734
MP-410 9-97-56 605
MP-412 15-97-56 583
MP-412 22-97-56 356
MP-413 22-97-56 397
MP-413 27-97-56 682
MP-414 27-97-56 674
MP-414 34-97-56 436
MP-417 14-96-56 462

23-96-56 68
13-95-56 632
25-95-56 638

MP-426 6-94-55 262
MP-433 32-94-55 329
MP-434 5-93-55 103
MP-436 8-93-55 517
MP-436 17-93-55 28
MP-437 17-93-55 398
MP-437 18-93-55 399
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